
 

This technical note demonstrates sensitive detection and 

accurate mass measurement of intact protein therapeutics and 

their impurities with high- throughput screening, facilitating 

rapid drug quality assessment using the Echo MS+ system 

with the ZenoTOF 7600 system ( Figure 1).  

AEMS combines  precise acoustic droplet ejection for high-

speed sampling w ith electrospray ionization (ESI) MS , 

eliminating the need for traditional liquid chromatography  (LC) 

separation , leading to significant reduction in analysis time and 

operation complexity.1,2 This transformative  technology offers 

high- throughput detection and accurate mass measurement of 

intact protein therapeutics  and their proteoforms to accele rate 

drug discovery . AEMS is particularly powerful for screening 

large sample sets in early - stage disco very and clone selection, 

while maintaining the sensitivity and resolution needed to 

detect and monitor product quality attributes and low-

abundance impurities.  

 

Key features of  AEMS for intact analysis of protein 

therapeutics using  the Echo MS+ system with the 

ZenoTOF 7600 system  

• Ultra- high throughput : Rapid mass measurement  of intact 

protein therapeutics  is achieved at 4 seconds per sample by 

consuming only  100 nL of sample  from a 1536 - well plate. 

• Enhanced  sensi tivity: A lower limit of quantitation (LLOQ) of 

0.025 µg was obtained for intact mAb analysis.  

• High reproducibility : The %CV based on 30 replicate analys es 

of intact mAbs was <3%.  

• Streamlined  workflow: The AEMS workflow is streamlined 

and can be adopted for high - throughput analysis of intact 

biotherapeutics by scientists with various MS experience . 

  

Accelerating intact biotherapeutic analysis using acoustic 

ejection mass spectrometry  (AEMS) 

                        

Figure 1. High- throughput intact mass analysis of mAbs using AEMS.  The Echo MS+ system with the ZenoTOF 7600 system provided intact mass 

measurement of NISTmAb with high- throughput (4 seconds per sample),  high reproducibility (%CV<3%) and high sensitivity  (LLOQ of 0.025 µg). 
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Introduction  

Protein- based biotherapeutics are highly heterogeneous due to 

the coexistence of various proteoforms and product - related 

impurities.3 Intact mass  analysis of biotherapeutics is essential 

to confirm the protein sequence and assess sample impurity to 

ensure product quality, safety and efficacy.   

Traditionally, intact mass analysis is performed with LC - MS 

using reverse - phase or size - exclusion chromatography. The 

challenge with LC - MS is the turnaround time for sample 

analysis, which can take minutes or even hours. AEMS offers an 

alternative approach similar to ultra - fast direct infusion on a 

per- well basis. Depending on the analytes and the user's needs, 

the analysis speed can approach 1 sample per second .1,2 Intact 

mass analysis of proteins  up to 70 kDa using the AEMS 

workflow was demonstrated previously on the Echo MS+ 

system with the ZenoTOF 7600 system. 2 In this technical  note, 

NISTmAb was analyzed to evaluate the reproducibility, 

sensitivity  and throughput of the AEMS workflow using the 

Echo MS+ system with  the ZenoTOF 7600 system.  

Methods 

Sample preparation: The stock solution of NISTmAb (RM 8671, 

NIST) was diluted to a concentration of 5 mg/mL for the 

reproducibility study. For the sensitivity evaluation, NISTmAb 

was buffer exchang ed into 100 mM Trizma acetate  (Sigma -

Aldrich) using the Bio- Spin P - 6 Gel Columns  (Bio- Rad), followed 

by serial dilution to a final concentration of 0. 25 mg/mL. The 

samples were then pipetted into an Echo MS+ system -

qualified 1536- well low dead volume (LDV) plate (Beckman 

Coulter) and centrifuged for 2 minutes .  

Acoustic ejection method: The key parameters for acoustic 

ejection of intact NISTmAb using the Echo MS+ system  (SCIEX)  

are shown in Table 1.  

 

Table 1: Key parameters for  AEMS analysis . 

Mass spectrometry:  TOF MS data of intact NISTmAb were 

acquired using the  ZenoTOF 7600 system  (SCIEX).  Table 2 

shows the source and TOF MS settings used for the AEMS 

analysis . 

 

Table 2: TOF MS method parameters.  

Parameter  Value 

Polarity Positive  

Ion source gas 1  90 psi  

Ion source gas 2  40 psi  

Curtain gas  35 psi  

Source temperature  500 °C 

Ion spray voltage  5,000 V  

CAD gas  10 

MS method TOF MS 

Time bins to sum  80 

 

Data processing:  The AEMS data was processed using  the 

SCIEX OS software (SCIEX) . The mass reconstruction workflow 

within SCIEX OS software was used to determine the peak area 

of intact NISTmAb. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Parameter  Value 

Carrier solvent 
70:30 ACN/H2O with 0.1% 

formic acid  

Carrier solvent flow rate 400  µL/min 

Fluid class  AQ 

Ejection volume 100 nL  

Rep rate   20 Hz  

Interval 4000ms  
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High throughput and high r eproducibility  

Figure 1 shows 30 replicate AEMS measurements  of intact 

NISTmAb acquired by the Echo  MS+ system with the ZenoTOF 

7600 system. The data acquisition was completed in  less than 

2 minutes at a speed of 4 seconds per sample (Figure 1A), 

demonstrating the system's capability for high - throughput 

intact analysis of protein therapeutics. The high throughput  

capabilities of the Echo MS+ system with the ZenoTOF 7600 

system did not compromise the quality of the data . Figure 1B 

shows an example of a high- quality mass spectrum of intact 

NISTmAb from the last (30 th) AEMS measurement. The 

deconvolution of this mass spectrum using the protein 

reconstruction  function within SCIEX OS software led to intact 

mass measurements of various NISTmAb glycoforms (Figure 

2C). 

The reproducibility of intact mAb analysis  is crucial to ensure 

the comparability of the data acquired across different lots  or 

at different time points. Table 3 shows the  peak area or peak 

area ratio %CV measured for the main glycoforms of NISTmAb 

from 30 replicate AEMS analyses (Figure 2). The %CV values 

were less than 3%, indicating the high reproducibility of the 

AEMS measurement using the Echo  MS+ system with the 

ZenoTOF 7600 system.  

Table 3: The %CV measured for the main glycoforms of NISTmAb from 30 

replicate AEMS analysis using the Echo MS+ system with the ZenoTOF 

7600 system . 

 

High sensitivity  

Figure 3 shows 3 replicate AEMS measurements of 0.025, 0.05 

and 0.1 µg NISTmAb using the Echo  MS+ system with the 

ZenoTOF 7600 system. Similar to the intact data described in 

Figure 2, high reproducibility was achieved for AEMS analysis of 

NISTmAb in different quantities (Figure 3A). Excellent TOF MS 

data were obtained for NISTmAb with as little as 0.025 µg 

(Figure 3 B), demonstrating the high sensitivity of this  high-

throughput system. The deconvolution result of 0.05 µg 

NISTmAb confirmed the detection and identification of all the 

major glycoforms.  

                        

Figure 2. Reproducible AEMS analysis of intact NISTmAb (0.025 µg). The Echo MS+ system with ZenoTOF 7600 system  produced 30 replicate AEMS data of 

NISTmAb, with high reproducibility, in less than 2 minutes at a speed of 4 seconds per sample  (A). As an example, the mass spectrum from the last acoustic 

ejection shows an excellent signal and charge state  distribution of intact NISTmAb (B). The deconvolution of the mass spectr a using  SCIEX OS software  

confirmed the detection of various NISTmAb glycorforms (C).  
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Conclusions  

• Intact mass analysis of NISTmAb was achieved at a speed of 

4 seconds per sample.  

• A high- throughput workflow for intact mass analysis of 

protein therapeutics was demonstrated on the Echo  MS+ 

system with the ZenoTOF 7600 system,  with high 

reproducibility and sensitivity.  

• The %CV for 30 replicate AEMS measurements of intact 

NISTmAb was less than 3%.  

• Excellent intact MS data were obtained for NISTmAb as l ow as 

0.025 µg. 

 

 

                        

Figure 3. Sensitive  AEMS analysis of  intact  NISTmAb. Reproducible AEMS data were obtained for 3 replicate acoustic ejections of  0.025- 0.1 µg NISTmAb 

using t he Echo MS+ system with ZenoTOF 7600 system (A). Excellent TOF MS data were obtained for NISTmAb as little as 0.025 µg (B), demonstrating the high 

sensitivity of this system . The deconvolution result of 0.05 µg NISTmAb confirmed the detection and identification of all the major glycoforms. 
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The SCIEX clinical diagnostic portfolio is For In Vitro Diagnostic Use. Rx Only. Product(s) not available in all countries. F or information on availability, please contact 

your local sales representative or refer to https://sciex.com/diagnostics.  All other products are For Research Use Only. Not for use in Diagnostic Procedures.  
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